NetBalancer with Zeroshell

My Config :

The Zeroshell

Two speedy connection with @1Mbps speed

Speedyl speed

ADSL

ADSL Firmyeare Wersion : Pwier: 311 2.162_TC3086 Hw'er T14 F7_5.0
Line State : Showtime
Modulstion ; ADSL2 PLUS
Annex Mode © ARNEX_A

Dovwynstream Lipstream

SMRE Margin 352 364 dhb
Line Attenuation : 342 16.5 db
Diata Rate 1024 126 kbps

Speedy2 speed



System Status

This page shows the cutrent status and some basic settings of the dewice.

System

Alias Name ACH-110R
Uptime(hh:mm:ss) 23:44:58
Sofiware Version V21

DSP Version 2.90.5a

D5L

Operational Status GO02.5 ADSL2+
DL Up Time(hh:mm:ss) 23:44:34
Upsiream Speed 126 kbps
Downsiream Speed 1024 khps

Now come the zeroshell configuration

Network Interface IP setup

LOgQaLT
SETUP AutoUpdate Profiles Metwork Time
Show [ aLL v | [zaTEWAY | [Hew wPH | [[New BRIDGE | [(Hew BOND | [(New PFFoE | [(New36 Modem |
= Full Duplex
L O ETHOO  100mMb/s Full Dupl ue
O-Link System [nc RTLE139 Ethernet (rey 10)
O | 192.168.0.75 | 255.255.255.0
|
|
O ETHO1  100Mb/s Full Duplex ue
O-Link System [nc RTLE139 Ethernet (rey 10)
O | 192.168.1.10 | 255.255.255.0
|

DHCP setting



DHCP SERVER Manage Leases

‘ Active on: ETHOO | Subnet  [192.166.0.0/255.265.355.0 v \| [Remove ]‘[ Show Log ]‘
Enabled
Dynhamic IP Configuration
S .- =t O:tions |
Default Lease Time Max Lease Time
Days  Hours Minutes  Days  Hours  Minutes Default Gateway
FIERE XTI
Range 1 [192.168.0.100 | - [azae8.0200 | DNE 2 1
Range 1| |- | ] I
Range 3 |- | ] T —
Static IP Entries Delete NTP Servar 1 l:l
WTRIS 1
Router setup (static gateway setting)
Manage RIPy2 NAT Virtual Server
| Forwarding: ACTIVE | Enabled [ Default GW | [Routing Table | [ Check IP ] [ Show Log ]|
Destination MNetmask Type Metric Gateway Interface State
O DEFALLT GATEWAY 0.0.0.0 MNet o 192.168.1.1 Up
(@] 0.0.0.0 0.00.0 Met 1 192.168.1.2 Up

Most important the NAT-thing...l was able to do it éyabling NAT on all interface, I'ld
to test if its work with only one interface beind\IR-ed (ETHO1).

2 Network Address Translation - Google Chrome

bbkpre 11192, 168, 1, 10/ cgi-bin/kerbynet? Section=R.outerBSTk=d86ae3F 60 4bE5 T ree20b94dc 563 1 481 achd4a 7F A

Network Address Translation | Save | [ Wiew || Close |
Svailable Interfaces MAT Enabled Interfaces
ETHOZ2 ETHOO
ETHO3 ETHO1
WRMEY
S
£
Mote:

the source IP of outgoing packets from the enabled MAT interfaces will be autormatic translated
uzing routing table (MASQIUERADE]




The NetBalancer the fun stuff ;)
Make sure you see that Failover Monitor statusdasu

| MNET BALANCER Manage Balancing Rules Statistics Graphics

‘ Status : ACTIVE Moce [Load Balancing and Failaver (| | [‘Show Log | [ Routing Tatle ]|

Add [ Change ][ Remove Refrech

Gateway Description 1P Address Interface Weight Status Faults UP

Status @ Active

o] DEFAULT GATEWAY 1 Disabled o O 1CMP fallover checking
@] speedyl 192.168.1.1 1 Artive o MNumber of prohes before marking DOWHN
o peady2 192.168.1.2 1 fctive o MNumber of probes before marking UP
Reply timeout (seconds) D
Pause before starting a new cycle (seconds)
Immediately restart PPPoE and 3G Mohile

Failover IP Add Test
1P (1) [f2.302.43 | [Enabled ]
P (2) [z02.134000 | [Enabled v]
P (3) [203.130.196.155 | [Enabled +|

Another sign if Balancing is working, traffic isofbding to the the two interface

[ % Net Balancer Statistics - Google Chrome

DEber: /192,168, 1, 10/ cai-bin/kerbynet?Section=Met Balancer 85 Tk=dB6ae3f 60e4b657 cee29b94 dc5631 481 ach 94 a7 A ction =5t atistics A
NET BALANCER STATISTICS
Gateway Status Failure Outage Uptime Up % Weight Traffic Connection
DEFALILT GATEWYAY () Disabled u] Os 0s - 1 - -
speedyl (192,168.1.1) Active u] Os 17m 585 100.00 1 102K 476
speedy? [(192,168.1.2) Active u] Os 17m 57s 100.00 1 307K 481

Last fun Stuff
The Speed Test...
Result after success setting the Zeroshell



TEST.NET

I15P:
PT. Telecomunikasi
A 2.7/5

Copy Direct
g imk




